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ECG 12 CHANNAL

MEDICAL APPLICATION:

Detect the electrical signals associated with cardiac activity and
produce an ECG, a graphic record of the voltage versus time to
diagnose and assist in treating some types of heart disease and

arrhythmias.
PATIENT TYPE : Adult, pediatric

CONFIGURATION : Portable
CART: Yes

LEADS :
Switching : Automatic, optional manual

Sensitivity, mm/mYV: > 3 values ex. (5, 10, 20)
Calibration signal : Automatic, optional manual //\\
Frequency range, Hz A \
Diagnostic: Range > (0.05-150)Hz /,::'
Filtered :Yes S .
CMRR @ 60 Hz, dB: = 100 (\ i L
Leads-off indicator: Yes e
RECORDER i
No. of channels : 12 leads
Recording method: Thermal array

Printer : Integrated

Paper size: According (0 manufacturer

: \.\‘—.r‘

S




Lead marker: Yes
Timing marker: Yes
Event marker: According to manufacturer

Chart speed, mm/sec: Minimum < 25, Maximum > 50(steps should
specified by the manufacturer)

Channels acquired simultaneously: > 12

Channels printed simultaneously: > 12

NO. WAVEFORMS DISPLAYED : > 12

NO. WAVEFORMS STORED: Specified by the manufacturer

ECG TRANSMISSION TO ECG DATA MANAGEMENT
SYSTEM: Yes
PROGRAMS : Adult resting ECG, other specified by the

manufacturer

USER INTERFACE : Keyboard or Touchscreen

STORAGE

Normal, no. ECGs : > 50
PATIENT DATA : Name, sex, age, others (specified by the
manufacturer)

MEASUREMENTS : Yes HR, PR,QT and others

Arrhythmia ID : Yes
Other printouts : Optional (Specified by the manufacturer)

INTERPRETATION : Yes A
Analyzed waveform : Specified by the manufg,%];ﬁref' e
Analysis window (sec): >10 \ v
PREVIEW SCREEN : Yes v

SIZE(IN) : >7

VISUAL INDICATORS : Specified by the manufacturer
DEFIBRILLATOR OVERLOAD PROTECTION : Yes

BATTERY OPERATION: According to manufacturer (device
should be able to work on direct AC line)




Power supply : Medical Approved power supply board

Line voltage : - 220/240 VAC , 50/60 Hz single phase, Three pin |
G type plug |
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